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6th Annual Curve Cowboy Reunion: 605 Attendees and 339 K1200LTs!!! For the
SIXTH straight year, the Curve Cowboy Reunion has sold out and registration is now 
closed. Still looking to attend??? As with each year, some people will find that they
can no longer attend the reunion and will offer their slots for sale in the classifieds 
section. The only way you can attend is to pick up one of the slots for sale. CLICK 
HERE to see the available slots. See who else is attending. Take a look at the
schedule. Check out the vendors. Keep up with the latest news.
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 cannister removal Reply 

question...does anyone know the benefit of removing the cannister and 
plugging intake somewhere. what is gained or lost and why worry about 
doing it???

Post Extras:          

DavidTaylor
(old hand)
05/10/03 06:08 AM
IP Address: 66.167.78.165

Message 
No.: 72724

 Re: cannister removal [re: dongood] Reply 

The canister can suck water into it's intake when riding in rainy 
conditions. The intake is the hose hanging by the back tire, where it gets 
a lot of spray in wet conditions. When the materials in the canister get wet 
they tend to clog it up and nothing moves through it; fuel vapors, air, 
nothing. This can cause a vacuum buildup in the gas tank that can at best 
cause the bike to run poorly or stall, and at worst collapse the gas tank, 
potentially rendering the bike unrideable, and require a complete 
replacement of the tank, and possibly the internal components (fuel 
pump, gas guage, etc.) if damaged in the tank collapse. 

Instructions for removal are posted in the Files section. HTH 

David Taylor 
02 LTC Silver 
San Jose, CA 
Booze Brother #4 
AMA, BMWMOA 

The shortest distance between two points is for people who don't ride! 
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There is some concern that the cannister can get water logged and stop 
the venting to the tank, causing poor running, or worse, a collapsed tank. 
Some say over filling the gas tank can get it full of gas. The downside of 
removing it is that you are contributing to poor air quality, per your 
friendly EPA. 

Cheers, 
Munson 
Ask me about the Uni-go! 
munson@k1200lt.net 
http://munson.k1200lt.net 

2001 Champagne Icon 
Grapevine, Texas 
Booze Brother #13
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 Re: cannister removal [re: munson] Reply 

thanks guys, its funny this conversation came up today, my friend has a 
2002 gs and the tank was sucking in as fuel level went down, noticeable, 
and the dealer removed the cannister as it was plugged. hopefully this will 
correct the problem. i know for sure my friend rides in the rain without 
much thought.good job, guys
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 Re: cannister removal [re: dongood] Reply 

That's *exactly* why the canisterectomy is a good thing! On the LT, the
vacuum can build to the point that the plastic gas tank collapses and 
dents/jams the tank level float in its tube. A blocked canister can also
cause the engine to be starved and die. This is not theory -- there have
been a number of fuel-induced and rain-induced canister failures. The rain
problems decreased since the vent hose has been re-routed, but they still 
exist. I also believe the emissions from a gas-filled canister would likely
exceed the emissions captured and burned over the life of the bike, so the 
emissions are a wash. Yank the suckers! 

Mark Neblett 
Fairfax, VA
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