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Step 1 
Remove the nose cone. You really need to do this…as it makes the job much easier. I’m not sure you 
could do it with the nose cone in place. I know some have, but not me. I’m not going to go into this. 
There is plenty of good info on how to remove the Tupperware. I will say I found the center mounting 
of the instrument cover had broken off and I had to epoxy that back in place before re-installing the 
instrument cover. This is the one behind the map light. 
 

Step 2 
I went ahead and pulled the headlamp assembly out of the nose cone so that it was easier to work on 
it…….it’s only 3 more screws and I thought what the heck. 

 
 

Step 3 
Remove the bulb cover and both lamps. Remove the screw holding the wiring to the hi-beam and pull 
the two ground wires from the hi-beam snap clip…You’re going to have one ground wire that you’re 
not going to use, the one on the low beam lamp connector, so just wrap it around the connector and 
secure it with some tape so it won’t float around.  
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Step 4 
Here’s where I went off on my own… 
I used a hand file to cut a small gap in the flange of the headlight housing just wide enough for the 
three stock wires to pass out of the headlight housing. 

 
 

Step 5 
I drilled two ¾” holes in the Bulb access cover directly above each lamp. 
This is for the new lamp wires to pass through and their grommets fit the ¾” holes. 

 
 

Step 6 
Disassemble the high beam lamp, There are two pieces, The black plastic rear portion and the 
galvanized metal front portion. Pull the black plastic rear portion from the metal part and remove the 
lamp. There are two tabs one either side of the black plastic that are pushed in to disengage the two 
pieces. Remove the stock lamp. Next, you’re going to push back the release tab and remove the 
ground strap from the black plastic piece. You’ll save this for when you go back to stock. It’s a Z 
shaped piece of copper that contacts the bottom of the stock H-3 bulb. 

 
Step 7  
Now I used a fairly aggressive round file to enlarge the hole in the center of the black plastic part 
enough to pass the HID lamp’s leads through. Leave as much plastic as you can on the side that the 
ground strap came out of ,so that it can be put back on if/when going back to stock. 
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Step 8 
HI Beam - DON’T TOUCH THE GLASS ENVELOPE OF THE BULB !!! IF YOU DO CLEAN IT WITH 
ALCOHOL BEFORE YOU INSTALL IT INTO THE HOUSING.  
 
Leave the protective bubble wrap on the lamp itself but take it out of the shipping protector.  
Pass the leads and grommet through the black plastic rear part of the lamp mount and then carefully 
place the lamp into the metal holder. Snap the black rear part into the front metal part the same way it 
came apart. Now you can remove the bubble wrap from the bulb itself and carefully insert it back into 
the housing and secure the snap keeper. 

 
 

Step 9 
Low Beam - Replace the H-7 stock lamp with the HID lamp just by removing the screw from the hold 
down and inserting the new lamp in the same spot. Re-secure with the original spring and screw.  
 

Step 10 
Pass the high and low beam wires through the two holes in the cover and secure the grommets in the 
holes. Put a small dab of silicone RTV in the notch you cut out of the flange in the housing and route 
the three original wires out of the housing. Put another dab of silicone RTV on top of the wires and 
replace the cover…Gently take any slack out of the HID wires so there is no excess inside the 
headlight housing. Pic8. 
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Step 11 
Re-assemble the headlight assembly back into the nose cone. 3 screws. 
 

Step 12 
ELECTRONICS - I got some High Strength Superlock Fasteners # 64-2360 from Radio Shack to 
secure the electronics to the shelf. The shelf is the top of the headlight assembly. Clean all surfaces 
thoroughly with alcohol and mount the Igniters as shown with the leads for the lamps in the center.. 
Install the ballasts ON THEIR SIDE not on their bottom as in the picture. It won’t go back together 
unless you stand the ballasts up. I found this out on re-assembly. One will hit on the windshield motor 
and the other an electrical connector if mounted on their backs….This is the only thing I had to 
change.  
 
Route the wires all nice and neat and ty-wrap them LOOSELY at this time. 
 
I made a Y adapter for the ground wires because there was only one real ground wire there and I 
needed two. One for each lamp. The other was just a jumper and we taped it back to the original 
connector a while ago. Get some connectors from the AutoZone and crimp one together. I also 
soldered mine. 
 
Plug the positive (red) wires from the ballasts into the appropriate sockets on the original connectors. 
YELLOW is low beam and WHITE is high. Wrap the connections with electrical tape to secure and 
waterproof. Plug the negative leads (black) from the ballasts into the Y adapter you made and then 
into the original ground. Tape all these connections also to prevent moisture entry and corrosion. 
Pretty up all the wires and ty-wrap them down.. Don’t over tighten the ty-wraps and dig into the 
insulation of the wires… 
 
Re-connect the original headlight power connector to the headlight housing and set the nose cone in 
place… Now is the time to test to make sure everything works… 
 
Re-assemble the Tupperware and take a nice ride in the dark…I hope this sheds some good light on 
installing your HID kit… 
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